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HighPressureFilter
Pi410Operatingpressure315 bar, Nominal size20–63

1. Features

Efficientfiltersformodern
hydraulicsystems
• Modulardesign
• Minimal pressure loss
• Compactdesign
•Visual/electrical/electronicdifferential pressure

indication
• Connection according DIN 24340

World-widesales

Qualityfilters,easytoservice
• HighlyefficientSm-xfilterelements
• ß-rated elementsper ISO4572
• Largedirtholding capacityand high differential pressure

stabilityproviding optimal elementservice life
• 100% bubble-pointtested elements
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2. Flowrate/pressuredropcurvecompl.filter
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3.Separationcharacteristics 4. Filterperformancedata
testedaccordingto ISO4572 (Multi-Pass-Test)

Examplefororderingfilters: 1. Housingdesign$=40 l/min,electrical indication
Type-no.Pi41004-15 Order-no.793.760.0

+2. FilterelementSm-x3
Type-no.Pi21004DN Order-no.826.092.9

determined bymulti-pass-tests(ISO4572)
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Sm-x-elements
with6p20bar
Sm-x 3 7 3 875
Sm-x 6 7 6 875
Sm-x 10 7 108 75
Sm-x 16 7 168 75
Sm-x 25 7 25875
at7 bardifferential pressure

Sm-x-vst-elements
with6p210bar
Sm-xvst 3 7 3 875
Sm-xvst 6 7 6 875
Sm-xvst 10 7 108 75
Sm-xvst 16 7 168 75
Sm-xvst 25 7 258 75
at 16 bardifferential pressure

6.Symbols

5.Testregulations

No . Designation
ISO 2941 Hydraulicfilterelements:Verificationofburst resistance
ISO 2942 Hydraulicfilterelements: Determinationoffabrication integrity
ISO 2943 Hydraulicfilterelements:Verificationofmaterial compatibilitywith hydraulicfluids
ISO 3723 Hydraulicfilterelements: Methodfortestingend-cap load
ISO 3724 Hydraulicfilterelements:Verificationofflowfatiguecharacteristics
ISO 3968‡2 Hydraulicfilterelements: Evaluationofpressuredropversusflow
ISO 4572 Hydraulicfilterelements:Testingoffilterperformance(multi-pass-test)

MAHLEfilterelementsaremanufactured respectively,tested in accordancewiththefollowing international standards:
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8.Specifications

9. Dimensions

Design: vertical linemounting
Operating pressure: 315 bar
Testpressure: 410bar
Temperature range: -10 ˚Cto+120 ˚C

(othertemperature rangeson request)
Filterheadmaterial: steel
Filterbowlmaterial: steel
Material ofseals: NBR/PTFE/CU
Activating pressureofvisual/electrical
differential pressure indicator: 8p 5 bar±10%
Electrical dataof
contamination indicator:
Maximumvoltage: 230V~/=
Maximumcurrentoncontact: 2,5A
Maximumcontact load: 60VA/40W
Inrushcurrent: 70VA
Typeofprotection: IP65when inserted

and secured
Contact: bistable
Cableconnection: PG 11 Ø 6–10

If desired, electrical indicator may be supplied with a light. The
electrical indicator function can be changed from the Normally
Open position to the Normally Closed position or visa versa by
invertingtheelectrical section.
With the inrush current of 70VA the indicator can trigger small
contactorsorcontactor relays.
Inductivity in the direct current may require the use of a signal
eraser.
Forfurther informationandoptionsalsoseeour leaflet,
contamination indicators!

All dimensions inmm

holepattern
DIN 24340
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Pos.
Pi41002 Pi41004–41006

NBR 799‡686‡1 NBR 799‡689‡5
FPM 799‡687‡9 FPM 799‡690‡3
EPDM 799‡688‡7 EPDM 799‡691‡1

766‡991‡4 766‡986‡4
Pis 3093/5 bar Pis 3092/5 bar 753‡655‡0

NBR 776‡027‡5
FPM 776‡028‡3
EPDM 776‡029‡1
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10. Installation,operatingand
maintenance instructions

11. Spareparts list
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10.1 Filter installation
When installing thefilter make surethatsufficientspace is
availableto removefilterelementand filter bowl.
Preferablethefiltershould be installed with thefilter bowl
pointing downwards.
Please notethe indicated flowdirection.
The contamination indicator must bevisible.

10.2Connectingtheelectricalcontamination indicator
The electrical indicator is connected via a 2-pole appliance plug
according to DIN 43650with poles marked 1 and 2.
The electrical section can be inverted to changefrom Normally
Open position to NormallyClosed position orvisaversa.

10.3Whenmustthefilterelementbe replaced?
1. Filters equipped with visual and electrical contamination

indicator:
During cold starts,the indicator maygive awarning signal.
Depressthe red button ofthevisual indicatoronce again only
afteroperating temperature has been reached. Ifthe red
button immediatelypops outagain and/orthe electrical signal
has notswitched offafter reaching operating temperature,the
filterelement must be replaced afterthe end ofthe shift.

2. Filterswithoutcontamination indicator:
Thefilterelementshould be replaced afterthetrial run for
flushing ofthe system.
Afterwardsfollowinstructions ofthe manufacturer.

3. Please always ensurethatyou have original MAHLE
replacementelements in stock: disposable elements(Sm-x)
cannot be cleaned.

10.4Elementreplacement
1. Stop system and relievefilterfrom pressure.
2. Unscrewthefilter bowl byturning counter-clockwise. Clean

the bowl using a suitable cleaning solvent.
3. Removefilterelementwith a side-to-side motion.
4. CheckO-ring and back-up ring on thefilter head fordamage.

Replace, if necessary.
5. Make surethatthe part numberon the spare element

correspondswith the part numberon thefilter label. Open the
plastic bag and push elementoverthe spigot in thefilter head.
Nowremove plastic bag.

6. Complete installation byscrewing on the bowl,turning
clockwise until itcomesto afull stop. Backoffthe bowl

1/4turn.

Subjecttotechnical alteration.

type no./housing

Seal kit Seal kit

Contamination indicator
visual electrical electrical upper

section only

Seal kitforcontamination indicator


